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Introduction 


In this Setup and User's 


Guide 


Terminology 


Safety instructions 


UPnP 


Documentation and 
software updates 
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speedlouch™ Installation 


Thank you for purchasing the SpeedTouch ™ 605s Business SHDSL Router! 
With the SpeedTouch ™ 605s Business Symmetrical High speed Digital Subscriber Line 
(SHDSL) Router, surfing the Internet will become a whole new experience. 


This User's Guide will assist you in getting acquainted with the SpeedTouch ™ 605s Busi- 


ness SHDSL Router and in getting connected quickly to the Internet. 


Generally, the SpeedTouch ™ 605s will be referred to as SpeedTouch™ in this Setup and 
User's Guide unless specifically indicated. 


Before connecting the SpeedTouch "У, read the SpeedTouch™ Quick Installation Guide 
and Safety Instructions. 


The SpeedTouch ™ 605s is a Universal Plug and Play (UPnP) certified product. 
UPnP enables your computer to discover and control UPnP devices on the network. 


Note For more information about how to install UPnP on your computer please 
consult your operating system's user's guide. 


The SpeedTouch ™ 605s product continues to evolve as extra and new functionalities 
are made available. 


For more information on the latest technological innovations, software upgrades, and 
documents, please visit the SpeedTouch™ web site at: 


www.speedtouch.com 


Speedtouch б 
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1.1 


Introducing the 
Speed Touch™ 


Front and back panel 
layout 


Front panel LEDs 


D 


Getting Acquainted with the Speed Touch тм 


Prior to proceeding, please make sure to read the SpeedTouch ™ Quick Installation 
Guide first. It provides important package content and safety information. 
Check whether all items are present in your package. 


In the event of damaged or missing items, please contact your local product dealer for 
further information. 


The SpeedTouch ™605s Business SHDSL Router is presented in a slim line housing: 








The device is equipped with a single 10/100Ваѕе-Т Half-/Full-duplex MDI-X Ethernet 
port: 


Power Switch Reset DSL Line Port 


Lad 


10/100BaseT/MDI-X : Defaults 








Power Socket 
10/100Вазе-Т Ethernet port 


The SpeedTouch "М 605s Business SHDSL Router is equipped with five LEDs on its front 


panel, indicating the state of the device during normal operation: 


= — 

"TT s _ 

Line TX Green 

adiu um ни 
Flashing _ 


Off 
Off 
Line RX Green Flashing 
| кас ни 
LENL CT NN 
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PWR/Alarm Green Flashing Back-to-defaults 


оте [ж er _ 
оп Power оп, selftest failed 


Ethernet рог 5) LEDs The Ethernet port on the rear panel has one LED: 





вико Link Integrity/Activity LED 


"И-ИИ ИЛИ. 





TOA ужу, мо А, 


10/100Ваѕе -T 


Indicator Name Description 
Integrity/Activity Green 
СЕС - ос 





DSL Port 





DSL service The appropriate SHDSL service must be available at your local premises. 
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1.2 Setting up the Speedlouch™ 


Local network For Ethernet connectivity you need at least: 


ө A computer with installed Ethernet Network Interface Card (NIC) or available 
on-board Ethernet port 


ө If needed, a hub or switch and the necessary connection cables 


Ethernet Cables In the SpeedTouch ™ 605$ box, а full wired Cat.5 straight-through RJ45/RJ45 Ethernet 
cable, further referred to as LAN cable is included. 


You can use LAN cables other than the one provided in the box. However make sure to 
use correct connection cables. 


Wiring procedure Proceed as follows: 


| Use the included LAN cable to wire your computer's Ethernet port to the 
SpeedTouch ™ 605s Ethernet port. 


2 | Use the included DSL cable to wire the SpeedTouch ™605s's Line port to your 
telephone wall outlet. 


3 Plug the power adapter's coaxial jack into the SpeedTouch ™ 605s DC inlet and 
plug the power adapter in a wall outlet. 


Note Always check first whether the included power adapter suits the local 
power specifications. 


More information оп For more information, see the application note “The SpeedTouch™ and Ethernet 
Ethernet wiring Connectivity”. 


PC wiring Опсе all connections are made, the result should look similar as below: 
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1.3 Speedlouch'" Configuration Setup 


Internet connectivity Some configuration may be required to prepare the SpeedTouch™ for Internet connec- 
tivity. 


What you need from You might need a user account with an Internet Service Provider (ISP) for Internet 
your ISP ассе55. For this user account, your ISP will provide you with: 


e А user name (logon ID) 
ө А ра$$ууога 


Other information may be required, depending on the ISP's specific requirements. 


Configuration of the Depending on your computer's Operating System (OS) the configuration of your 
Speedlouch™ Internet connectivity can be done automatically or manually. 


If your computer runs: 


e А Microsoft Windows OS. 
The SpeedTouch™ Setup wizard, included on the SpeedTouch™ Setup CD-ROM, 
will automatically guide you through the configuration of both the SpeedTouch "М 
and your PC for setting up the appropriate configuration. 
Proceed with “1.3.1 Configuration Setup for Microsoft Windows Operating 
Systems” on page 8. 


e Another OS, e.g. Mac OS, Unix, Linux. 
The SpeedTouch ™ Embedded Easy Setup wizard, accessible from the Speed- 
Touch™ web pages, will automatically guide you through the configuration of the 
SpeedTouch ™. 
Proceed with “1.3.2 Configuration Setup for other Operating Systems” on 
page 14. 


— speedtouch 
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1.3.1 Configuration Setup for Microsoft Windows 
Operating Systems 


Microsoft Windows One of the following Windows operating systems must be installed on your PC(s): 
ө Windows 98 
ө Windows 985Е 
ө Windows МЕ 
ө Windows МТ4.0 5Р6 
. Windows 2000 
e Windows XP 


You may need the Windows installation CD-ROM during installation. 


The SpeedTouch'" The SpeedTouch™ Setup wizard procedure consists of two major parts: 


Setup wizard The detection procedure 


e The configuration procedure 


Speedtouch’ — 
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The detection The detection procedure proceeds as follows: 


SpeedTouch™ Installation 


procedure | Insert the SpeedTouch™ Setup CD-ROM in your PC's CD-ROM drive. The 


SpeedTouch™ CD Browser will start automatically. 


Note If the SpeedTouch '" CD Browser window does not appear automati- 
cally, open a Run window via Start » Run from the Start menu and 
enter the following path: D:\M enu.exe, where D stands for the drive 


letter of your CD-ROM drive. 


2 Тһе Choose Language window prompts you to select a language: 


Choose Setup Language 


B8 Select the language for this installation from 
the choices below 





English v 


j Cancel 





Select the language of your choice and click OK. 


3 The SpeedTouch™ CD Browser appears: 
SpeedTouch CD-Browser BAR 


SpeedTouch 600 Series speed touch 
605 Business SHDSL Routers ALCATEL 


Initial Setup 


Configuration 


Diagnostics & Maintenance 


Documentation and Help 
View CD contents 


THOMSON 


Quit 





Click Initial Setup. 


4 Тһе Setup and Installation window appears: 


SpeedTouch CD-Browser 


SpeedTouch 600 Series Speed touch 
605 Business SHDSL Routers ALCATEL 


PnP 
Initial Setup Ч 


ar РА 
Pg 


Be ~ 
zm SN 
i > | 
THOMSON N 


Quit 


Install Dr SpeedTouch 





To start the SpeedTouch™ Setup wizard, click Setup my SpeedTouch "М, 
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5 The Welcome to the SpeedTouch™ Setup Wizard window appears: 


m SpeedTouch Setup Wizard 


Welcome to the SpeedTouch™ 
Setup Wizard 

This Wizard helps you configure your SpeedTouch 
DSL router. 


To continue, click Next. 


ГГ) 


Speedtouch 
ALCATEL 


Built for excellence 


і Cancel 





Click Next to proceed. 


6 Тһе Software License Agreement window appears: 


s SpeedTouch Setup Wizard 


Software License Agreement for SpeedT ouch Setup Wizard 


Press the Page Down key to see the rest of the agreement. 





SOFTWARE LICENSE AGREEMENT 


(CAREFULLY READ ALL OF THE TERMS AND CONDITIONS OF THIS SOFTWARE 
|LICENSE AGREEMENT BEFORE YOU USE THE SOFTWARE 


THIS SOFTWARE LICENSE AGREEMENT (THIS "АСВЕЕМЕМТ") І5 А LEGALLY 

| BINDING AGREEMENT BETWEEN THE PURCHASER OF THE SOFTWARE (THE 
PURCHASER") AND THOMSON ("THOMSON "). BY USING, INSTALLING OR 

| CLICKING THE ACCEPTANCE BUTTON OF THE SOFTWARE [AS UPDATED BY 
THOMSON FROM TIME TO TIME, THE SOFTWARE") THE PURCHASER 15 








Do you accept all terms of the preceding License Agreement? If you choose No, the setup will 
close. To run the SpeedTouch Setup Wizard, vou must accept this agreement. 








You must accept before continuing. Therefor click Yes to accept. 


Note If you have already accepted this License Agreement in a previous 
configuration setup, this window will not be shown. 


7 The Setup wizard will continue to search for the SpeedTouch™ on the network. 
The following window shows the detection progress: 


SpeedTouch Setup Wizard 


SpeedT ouch Detection 
The Wizard is searching for your SpeedT ouch on the network. 


This detection process may take several seconds 


Searching for device[s]... 
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8 Тһе Setup wizard should find your SpeedTouch™ device on the local network. 
This is indicated by the following window: 


SpeedTouch Setup Wizard 


Detected Device 
The Wizard detected the following SpeedT ouch device 


The following device has been found: 
Name: SpeedT ouch 605s 
Serial Number. 020290059 
IP Address: 10.0.0.138 
Version: 420.01 


Configuration: Factory Defaults 


Bridging on 0/35 and 8/35 
TL 


To continue, click Next. 





In case more than one SpeedTouch™ device is found, a listing is provided from 
which you can select your SpeedTouch "М. 


Note If the Setup wizard does not find any SpeedTouch '" on the network ап 
error window pops up. In this case check: 


e Whether the SpeedTouch™ is turned on and fully initialized. 


e — Whether your PC is correctly connected to the SpeedTouch ™ 
and has a valid IP address (i.e. any IP address but 0.0.0.0). 


e Whether no dedicated firewall device or router is placed 
between your PC and the SpeedTouch™ and whether no 
personal firewall software is running on your PC. 


To repeat the search for the SpeedTouch™, click Back and proceed 
with step 7 of this procedure. 


9 То continue with the configuration of your SpeedTouch™ and your PC, proceed 
with the configuration procedure described below. 
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The configuration The Configuration procedure proceeds as follows: 


procedure | 
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Once the SpeedTouch™ Setup wizard has detected your SpeedTouch™ device, 
you can proceed with the configuration procedure. 

If more than опе SpeedTouch™ device is listed, select the appropriate one. 
Then, click Next to proceed. 


Note If the SpeedTouch "" has been configured before, it may be protected 
by a system password. You must provide user name and system pass- 
word before you can view the device details or continue with the 
configuration. 


You will be asked to choose between reconfiguring your SpeedTouch™ or chang- 
ing your Local Area Network configuration. 
Select Reconfigure the SpeedTouch™ and click N ext. 


The following window invites you to select the appropriate connection profile for 
your Internet connectivity: 


ша SpeedTouch Setup Wizard 


Service Provider 
You must specify the provider and service you want to connect to. 


Select the region, provider and service of your DSL account and then click Next. 


Region: 


Provider: Service: 


[Bridged Ethemet 
| 


| Expert Routed PPPoA - DHCP - МАРТ 
Routed PPPoE - DHCP - МАРТ 


Description 


User specified Bridged Ethernet configuration using a fixed IP address for the host 
РСізі. 


Select the connection profile of your choice and click Next to continue. 


Note If the Service Provider has included a separate disk with a dedicated 
connection profile, click H ave Disk to navigate to the location of the 
appropriate connection template file. 


Subsequent screens will guide you through the configuration setup of both your 
SpeedTouch™ and/or your PC. Follow the instructions and enter the required 
information where needed. This information should be provided by your Service 
Provider. 


In a final step all configurations will be applied to the SpeedTouch™ and your РС. 
You can follow the configuration progress in following window: 


SpeedTouch Setup Wizard 


Progress 
Please wait while the Wizard completes the following actions. 


SpeedT ouch configuration progress: 


v Updating SpeedT ouch configuration. 
мМ Searching for reconfigured device. 


> Updating your computer's IP configuration. 





{eae 
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6 Тһе SpeedTouch™ Setup wizard will appear again to announce that the configura- 
tion has been successful: 


SpeedTouch Setup Wizard 


Completing the SpeedTouch Setup 
&. Wizard 
Y ou have successfully completed the SpeedTouch Setup 


Wizard 


d sss 
Remark 
4 


To enable access from other computers on the network to 
your SpeedT ouch, you must perform one of the following 
tasks: 


1. Re-run this Wizard on every computer. Choose 
‘Configure my LAN configuration’ when asked. 


2. Enable the automatic IP address configuration on 
every computer. 


To close the Wizard, click Finish 





Click Finish to close the wizard. 


Note In some cases, the SpeedTouch™ Setup wizard may ask you to restart 
your computer. 


Most configuration profiles will enable SpeedTouch ™’s DHCP server - and a PC's 
Ethernet port is configured as DHCP client by default. Therefore, in most cases, no 
additional configuration of your PCs must be done if you want to enable multiple PCs 
on your local network for accessing the Internet via the SpeedTouch ™. 


To make sure that all PCs are configured as expected (DHCP or fixed IP addresses) you 
can re-run the SpeedTouch "" Setup wizard on every РС and select the Change the LAN 
configuration option. 


For fixed IP configurations, or other advanced settings, please follow the instructions 
provided by your ISP or network administrator. 
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1.3.2 Configuration Setup for other Operating 
oystems 


Supported Systems Аз the SpeedTouch™ is OS-independent, this configuration setup can be used by any 
computer system. 


Note The following procedure may equally be used on MS Windows OSs. 


TCP/IP Ensure that your operating system has a valid TCP/IP configuration. 


Configure your computer with a static NetlO private IP address, e.g. 10.0.0.1. Ensure, 
however, that you do NOT use the 10.0.0.138 IP address as this is the default IP address 
of the SpeedTouch "М. 


To ensure that IP connectivity exists, you can ping the SpeedTouch "У. 


Procedure The configuration setup proceeds as follows: 


| To ensure that the SpeedTouch" is in its factory default state, reset the 
SpeedTouch™ to the default configuration. See “6 Troubleshooting” on page 65. 


2 Open a web browser and browse to the SpeedTouch ™'s default IP address 
10.0.0.138. See “3 SpeedTouch™ Web Interface” on page 31 for more informa- 
tion. 


3 Asa result the SpeedTouch™ System Info web page appears. 
Expand the Advanced Topics and click Easy Setup. 


Note If the SpeedTouch™ is in factory defaults, the Easy Setup wizard will 
appear automatically. 
4 Тһе Welcome to the SpeedTouch™ Setup Wizard window appears: 


E] SpeedTouch 605s: 020290059 - Microsoft Internet Explorer Е) m 


Welcome to the SpeedTouch™ 


| Setup Wizard 
^. 
This Vizard helps you configure your SpeedTouch™ DSL 
- router. 
" To continue, Click Next. 
E 
= B 


` 


0000 ] 


Speedtouch 
ALCATEL 


Built for excellence 





Click Next to continue. 
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The following window invites you to select the appropriate connection profile for 
your internet connectivity: 


Е SpeedTouch 6055: 020290059 - Microsoft Internet Explorer Е) m 


Service Selection 
You need to select the service you want to connect to. 


Select the Service of your DSL account. Click Next to continue. 


Select а service: 





| Routed PPPoE - DHCP - NAPT ES 
|Routed PPPoA - DHCP -NAPT | 
| Bridged Ethernet v 





Description of selected service: 


DESCRIPTION Routed PPPoE Packet ^ 
Service configuration using always-on 

session connectivity. = 
REGION World м! 











In the Service list, click the connection profile of your choice. 


Note You can add services to the Services list by uploading templates. 
See “ Templates" on page 48 for more information on uploading 
templates. 


Subsequent screens guide you through the configuration setup of both your 
SpeedTouch™ and/or your PC. Follow the instructions and enter the required 
information where needed. This information should be provided by your Service 
Provider. 


In a final step all configurations are applied to the SpeedTouch "М: 


E] SpeedTouch 605s: 020290059 - Microsoft Internet Explorer Е) 
| Configuring your SpeedTouch™ 


Please wait.... 


00000 


Speedtouch 
ALCATEL 


Built for excellence 








The SpeedTouch™ Setup Wizard appears again to announce that the 
configuration has been successful: 


E] SpeedTouch 605s: 020290059 - Microsoft Internet Explorer Е) Е. 


Completing the SpeedTouch™ 
Setup Wizard 


You have successfully completed the SpeedTouch™ Setup 
Wizard. 


0000 


Speedtouch 
ALCATEL 


Built for excellence 
To close the Vizard, click Finish 





Click Finish to close the wizard. 
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After the configuration is applied on the SpeedTouch™ some additional configura- 
tion of your computer system may be necessary. 


Note The required settings for your computer should be provided by your 
Service Provider, if applicable. 


To check whether the new configuration was successfully completed, you can 
browse to the SpeedTouch™ and check its current status. 
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1.4 Dr SpeedTouch™ Installation 


Introduction The Dr SpeedTouch™ application allows you to diagnose and troubleshoot your Speed- 
Touch ™ 6055 


With the Dr SpeedTouch™ application you can do the following: 
e View the status and performance of the SpeedTouch™ device 
ө Run a Diagnostics program to locate a connectivity problem 


e Run a Troubleshooter to help you solve a connectivity problem. 


Supported Operating Installing and using Dr SpeedTouch™ is only supported for following Microsoft 
systems Windows Operating Systems: 


e Windows 98 

ө Windows 985Е 

ө Windows МЕ 

e Windows NT4.0 SP6 
ө Windows 2000 

ө Windows ХР 


Installation procedure The installation procedure proceeds as follows: 


| Insert the SpeedTouch™ Setup CD-ROM in your PC's CD-ROM drive. The 
SpeedTouch™ CD Browser will start automatically. Choose your language and 
browse to Setup and Installation > Install Dr SpeedTouch ™. 


Note If the SpeedTouch '" CD Browser window does not appear automati- 
cally, open a Run window via Start » Run from the Start menu and 
enter the following path: D:\Menu.exe, where D stands for the drive 
letter of your CD-ROM drive. 


2 Тһе Dr SpeedTouch™ Setup wizard appears: 


Dr SpeedTouch Setup (English) 


Welcome to Dr SpeedTouch Setup 


This application will install the Dr SpeedT ouch tools on 
your computer. Please click Next to continue. 


0000 
Speedtouch 


speedtouch 





Click Next to continue. 


3 Subsequent screens will guide you through the installation. Follow the provided 
instructions and click Next whenever requested. 


4 After installation, Dr SpeedTouch™ is started automatically. 
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Using Dr SpeedTouch™ 


Dr SpeedTouch™ 
features 


By default Dr SpeedTouch™ is started automatically at boot of your system and runs in 
the background, i.e. minimized in the status area. 

То pop up Dr SpeedTouch "М: 

| Double-click ge. in the status area. 

2 Dr SpeedTouch™ searches your network for SpeedTouch ™ devices. И more than 


one device is found, a list of available devices will be provided. If this is the case, 
select the SpeedTouch™ of your choice and click OK. 


3 Тһе Dr SpeedTouch™ window appears: 
МЕ 


Status - SpeedTouch 605s: #020290059 


— 
General | Performance 


Internet 


PPP Connec ted 
01:28:32 

01:22:21 
2.048/2.048 kbps 


DSL Duration: 
PPP Duration: 
Speed (up/down): 


Activity 


Computer[s] SpeedT ouch 


kBytes 
ent 11.150 | 862 
Received 57.608 715 








Dr SpeedTouch™ allows you to: 


e View SpeedTouch™ 605s device information and status: 





akt 


Status - SpeedTouch 605s: 2020290059 


























General | Performance | 
Device 
Status: PPP Connected 
DSL Duratian: 01:28:32 
PFF Duration: 01:22:21 
Speed [updown]: 2 0468/2 048 kbps 





ө View activity between your computer, the SpeedTouch ™ 605s and the Internet: 





ТЕШЕ [Bae 
Activity 
Computer[s] SpeedTouch Internet 
C) |: n <> 
em Ве: | 
kBuytes | 
Sent 11.150 | 8B? 
Hecerved A608 | 715 
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ө Monitor the downstream and upstream performance. of your DSL connection: 


Status - SpeedTouch 605s: #020290059 | [| 


General | Performance 
Upstream 
2.048 


4 
kbps 


Downstream 


2.048 


85 
kbps 





Test and troubleshoot the connectivity of your computer and the Speed- 
Touch ™605sdevice to your ISP and the Internet via the Diagnostics wizard. 


Diagnostics - Dr. SpeedTouch 


"m Dr.SpeedTouch 


© 


My Computer SpeedT ouch Е Internet 


Now testing your device... 





ЕТТТ 





THOMSON 





Note For more information on Dr SpeedTouch™ please click Help in the applica- 
tion or press РІ context sensitive help. 
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2 SpeedTouch™ Internet Connectivity 


2 Speedlouch™ Internet Connectivity 


Introduction 


This chapter provides information on how to access the Internet and how to configure 


your SpeedTouch™ according to your preferences. 


Adding UPnP to a 
Microsoft Windows XP 
system 


| 
2 








If you are running Microsoft Windows XP, we strongly recommend to add the Universal 
Plug and Play (UPnP) component to your system. To add the UPnP component proceed 
as follows: 


On the start menu, click Control Panel. 


The Control Panel window appears. Double-click the Add or Remove Programs 
icon. 


The Add or Remove Programs window appears. Click Add/Remove W indows Com- 
ponents. 


The Windows Components wizard appears: 


Windows Components Wizard 


Windows Components Кино мо 
You can add or remove components of Windows XP. рх, 


To add or remove а component, click the checkbox. А shaded box means that only 
part of the component will be installed. To see what's included in a component, click 
Details. 


Components: 

М v MSN Explorer 135MB ^| 
2 7 Networking Services 0.3 МВ 

C $5) Other Network File and Print Services 0.0 MB 

(vi [&] Update Root Certificates 0.0 MB 


v 


Description: Contains a variety of specialized, network-related services and protocols. 

Total disk space required: 0.0 MB ( Desi...) 
à 3 Details... 

Space available on disk: 2386.9 MB [ Deis. | 


Select Networking Services in the Components list and click Details. 


The Networking Services window appears: 


Networking Services 


To add or remove a component, click the check box. А shaded box means that only part 
of the component will be installed. To see what's included in a component, click Details. 
Subcomponents of Networking Services: 

O SB RIP Listener 0.0 MB 

O E Simple TCP/IP Services 0.0 MB 


| ы Universal Plug and Play 0.2 МВ 





Description: Allows your computer to discover and control Universal Plug and Play 
devices. 


Total disk space required: 0.0 MB 
Space available on disk: 2387.9 MB 


Select Universal Plug and Play and click OK. 


Click Next to start the installation and follow the instructions іп the Windows 
Components wizard. 


At the end of the procedure the wizard prompts you that the installation was suc- 
cesfull. Click Finish to quit the installation. 


For more information on UPnP and SpeedTouch ™ UPnP features go to the UPnP pages 
at the SpeedTouch™ web site: 
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2 SpeedTouch™ Internet Connectivity 


2.1 Surfing the Internet 


Introduction As soon as the SpeedTouch™ and the computers have been configured as outlined in 
“1.3 SpeedTouch™ Configuration Setup" on page 7, you can connect to the Internet. 


Access methods Depending on the configuration of the SpeedTouch™ you may have: 


e Direct access 
As soon as the initial configuration has been performed, continuous and imme- 
diate access is available via the DSL line. 


e  Daial-in access 
Access must be explicitly established, e.g. by “dialing” into a Broadband Remote 
Access Server (BRAS). 


The method used depends on the configuration profile/file you used to configure the 
SpeedTouch™ and the Service Provider's requirements. 


Dial-in access Depending on the SpeedTouch™ configuration, dial-in access is provided via: 


e Тһе SpeedTouch '"'s Routed PPPoA or Routed PPPoE packet services with 
embedded PPP client. 
See “2.2 Connect to the Internet via SpeedTouch ™’s embedded PPP client.” on 
page 23 for more information. 


ө A broadband dial-in application оп your computer. 
See “2.3 Connect to the Internet via a Broadband Dial-in Client” on page 26 for 
more information. 


Your Internet ^ Regardless of whether a direct access or a dial-in access method is used to make your 
connection connection, once the connection is established, opening your web browser is enough to 
access the World Wide Web (WWW) or Internet. 


Note In case of direct access, the remote organization might ask for a user name 
and password on an Internet welcome page. 
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2 SpeedTouch™ Internet Connectivity 


2.2 Connect to the Internet ма SpeedTouch “5 
embedded PPP client. 


Introduction The SpeedTouch™ supports both two most popular connection methods: Routed PPP 
over ATM (PPPoA) and PPP over Ethernet (PPPoE). 


The connection method to use depends on the preferences of your ISP, hence the 
configuration profile you must apply to the SpeedTouch ™. 


To use the embedded Routed PPPoA (PPPoE) dial-in client, the SpeedTouch™ needs to 
be configured for Routed PPPoA (PPPoE) via the SpeedTouch™ Setup wizard or the 
embedded Easy Setup wizard. 
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2 SpeedTouch™ Internet Connectivity 


2.2.1 Internet Sessions via Windows XP's UPnP 


Starting an Internet То connect to the internet via Windows XP's Internet Connection icon proceed as 
session via Windows follows: 


XP's UPnP | Click Control Panel on the Start menu. 


2 The Control Panel window appears. Double-click Network Connections. 


3 The Network Connections window appears: 


"з, Network Connections 


File Edit view Favorites Tools Advanced Нер 


Ө Back ~ ыў » о ) Search lg Folders Си 


Address e Network Connections 





Internet Gateway 


Network Tasks 


одна Connection: 
[5] Create a new connection ecting 
inte ernet Connectio ni 


See Also LAN or High-Speed Internet 
42 Network Troubleshooter 
oa Local 4rea Connection 





Enabled 


е РСМСІА Fast Ethernet Card 
Other Places Саб 


Control Panel 

«) Му Network Places 
(СО) My Documents 

4 My Computer 


Details 


Network Connections 
System Folder 





Double-click the Internet Connection icon. 


4 . Your computer connects to the Internet. 


Terminating an Internet То close an active Internet session: 
Session session via 
Windows XP's UPnP 


Click Control Panel on the Start menu. 
2 The Control Panel window appears. Double-click N etwork Connections. 


3 The Network Connections window appears. Double-click the Internet Connection 
icon. 


4 Тһе Internet Connection Status window appears: 


Y Internet Connection Status 
General 


Internet Gateway 
Status: Connected 
Duration: 00:01:16 
Speed: 3.3 Mbps 


Activity 
Internet Internet Gateway My Computer 


>) є на 


Sent: 3.579.037 5.606.288 
Received: 4.155.677 12.582.862 


ies || Disconnect 


Close 





Click Disconnect to close the session. 


5 Your computer terminates the connection. 
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2.2.2 Internet Sessions via the Speedlouch™ Web 
Pages (all OSs) 


Starting a PPP session To open a Routed PPP connection to the Internet: 


Open a web browser on your computer and browse to the SpeedTouch™ web 
pages: 


E SpeedTouch 6055: 020290059 - Microsoft Internet Explorer 
File Edit View Favorites Tools Help Лю 


Ө в "о |x] a $5 Я ! Search Sr Favorites QI media © = Б кё d | 


Address |] http://10.0.0.138findex.htm “о шк 





» 


THOMSON (iii Speedtouch 





System Information 


Service Info Confiquration System 

















System Self Test { 

= System Information : 
LAN iW 

« Connections - 

* System Log DSL м 

Advanced 
© THOMSON 2003, All rights reserved, 
WARNING: 
Modemline is down 
Æ] Done Ф Internet 








If needed, expand the Basic Topics, and click Connections to open the Connections 
web page. 
In the Connections table all configured Routed PPP entries are shown. 


In the Interface column click the entry you want to start a session with. As a 
result the entry will be highlighted. 


Make sure the connection is disconnected. 


If not provided yet, enter your user name and password in the appropriate fields. If 
you want the SpeedTouch™ to remember your credentials, select the Save this 
password check box. 


Click Connect. 

While the SpeedTouch "У tries to start the session ‘trying’ appears in the State col- 
umn of the entry. Once the session is started successfully the field displays 'up'. 
From then on you are online and you can start your application or browse the 
Internet. 


Terminating an opened То close an active Routed PPP connection: 


PPP session | 


2 
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Ensure that you have access to the SpeedTouch™ web pages. 


Browse to the SpeedTouch™ Connections page and select the connection entry 
you want to terminate the session for. 


Click Disconnect. The entry's session state will change to 'Down', i.e. it becomes 
idle. 
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2 SpeedTouch™ Internet Connectivity 


2.3 Connect to the Internet ма a Broadband Dialin 
Client 


Introduction This section explains how you can connect to the Internet using a broadband dial-in 
application on a computer running: 


ө Microsoft Windows XP 
& Mac OS X. 


To use a broadband dial-in client, the SpeedTouch™ needs to be configured for Bridged 
Ethernet or Routed PPPoE (with PPPoE relay) via the SpeedTouch™ Setup wizard or 
embedded Easy setup wizard. 
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2 SpeedTouch™ Internet Connectivity 


2.3.1 Using the Windows XP Dial-in Client 


Configuring a dial-in To create a new dial-in connection proceed as follows: 


connection on a 
Windows XP platform 


5 
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On the Start menu, click Control Panel. 
The Control Panel window appears. Click Network and Internet Connections. 


The Network and Internet Connections window appears. 
Click Network Connection. 


In the Network Tasks menu, click Create a new connection. 
The New Connection wizard appears: 


New Connection Wizard 


Welcome to the New Connection 
Wizard 
This wizard helps you: 


* Connect to the Internet. 


* Connect to a private network, such as your workplace 
network. 


* Set up a home or small office network. 


To continue, click Next. 


Cancel 


Click Next to continue. 


In the next window, select the Connect to the Internet option and click Next to con- 
tinu. 


New Connection Wizard 


Network Connection Type 
What do you want to do? 


© Connect to the Internet 
Connect to the Internet so you can browse the Web and read email. 


© Connect to the network at my workplace 


Connect to a business network [using dial-up or VPN) so you can work from home, 
a field office, or another location. 


© Set up an advanced connection 


Connect directly to another computer using your serial, parallel, or infrared port, or 
set up this computer so that other computers can connect to it. 


In the next window, choose how you want to set up your internet connection: 


New Connection Wizard 


Getting Ready 
The wizard is preparing to set up your Internet connection. 


How do you want to connect to the Internet? 
О Choose from a list of Internet service providers (ISPs) 
© Set up my connection manually 
For a dial-up connection, you will need your account name, password, and a 
phone number for your ISP. For a broadband account, you won't need a phone 
number. 


С) Use the CD | got from an ISP 


Select Set up my connection manually and click Next to continue. 
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In the next window, choose how you want to connect to the internet: 


@ Connect using a broadband connection that requires a user name and 
ipassword і 
This із a high-speed connection using either а DSL ог cable modem. Your ISP may 
refer to this type of connection as PPPoE. 


New Connection Wizard 


Internet Connection 
How do you want to connect to the Internet? 


О Connect using a dial-up modem 
This type of connection uses a modem and a regular or ISDN phone line. 


© Connect using a broadband connection that is always on 


This is a high-speed connection using either a cable modem, DSL ог АН 
connection. It is always active, and doesn't require you to sign in. 


Select Connect using a broadband connection that requires a user name and password. 
Click N ext to continue. 


In the next window, give a name to the connection you are creating, e.g. MyISP. 


New Connection Wizard 


Connection Name 
What is the name of the service that provides your Internet connection? 


Type the name of your ISP in the following box. 


ISP Name 
MyISF| 


The name you type here will be the name of the connection you are creating. 





In the next window, select whether the connection is available to any user or only 
to yourself. 


New Connection Wizard 


Connection Availability 
Y'ou can make the new connection available to any user or only to yourself. 


À connection that is created for your use only is saved in your user account and is not 
available unless you are logged on. 


Create this connection for: 


© My use only 





In the next window, fill in the Internet account information. This information 
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Windows XP | 


2 
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2 SpeedTouch™ Internet Connectivity 


should be provided by your Service Provider. 


New Connection Wizard 


Internet Account Information 
You will need an account name and password to sign in to your Internet account. 


Type an ISP account name and password, then write down this information and store it in a 
safe place. (If you have forgotten an existing account name or password, contact your 15Р.) 





User name: 


johndoe@MylSP 





Password: .... 
Confirm password: .... 


Use this account name and password when anyone connects to the Internet from 
this computer 
Make this the default Internet connection 


Turn on Internet Connection Firewall for this connection 





At the end of the configuration the following window appears: 


New Connection Wizard 
Completing the New Connection 
Wizard 


‘You have successfully completed the steps needed to 
create the following connection: 


MyISP 

* Make this the default connection 

* This connection is firewalled 

* Share with all users of this computer 

* Use the same user name & password for everyone 


The connection will be saved in the Network 
Connections folder. 


To create the connection and close this wizard, click Finish. 





Click Finish to complete the configuration. 
The Connect MylSP window (see below) appears. 


To connect to the internet proceed as follows: 


On the Start menu, point Connect To and click the name of the connection you've 
created, e.g. M yISP. 


The Connect MylSP window appears: 


Connect MyISP 


| {To change fhe saved password. click here} 


User name: 





Password: 





Save this user name and password for the following users: 
С) Ме only 
© Anyone who uses this computer 








Enter User name and password if needed and click Connect. 


Your computer connects to the internet. 
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2.3.2 Using the Mac OS X Гланп Client 


Configuring a dial-in Т create a dial-in connection proceed as follows: 


connection on a Mac 
| On the Appl , Click System Preferences. 
OS X platform Wer ee ІНВ ce) 


The System Preferences window appears. Click the Network icon. 


3 The Network window appears: 











ӨӨ = Network = 
Show All Displays Sound Network Startup Disk 
Location: Automatic " 
Show: | Ethernet Adaptor (en1) "m 
| TCP/IP AppleTalk Proxies ) 


М Connect using PPPoE 





Service Provider: My ISP (Optional) 





PPPoE Service Name: (Optional) 
Account Мате: john.doe@MylSP 


Password: өөөзөөөөө Ї 


М Save password 
Checking this box allows all users of this computer to 
access this Internet account without entering a password. 


f PPPoE Options... | 


М Show PPPoE status in menu bar 


РО и и Зно 
О Click the lock to prevent further changes. Apply Now | 


In the Show list, select Ethernet Adaptor (enx) and click the PPPoE tab. 


4 Enter the Account Name and Password provided by your Service Provider and 
Click Apply now. 


Starting a dial-in То connect to the internet proceed as follows: 


connection on a Mac | Click the Internet Connect icon in the dock. 
OS X platform 


2 The following window appears: 


eo Ethernet Adaptor (en1) 


Configuration: Ethernet Adaptor (en1) B fa) 


Service Provider: My ISP 





Name: john.doe&MyISP 


Password: өөөөөөөө | 


МИ Show PPPoE status in menu bar 


These settings can be changed in Network Preferences. Ё Edit...) 


Status: Idle f Connect \ 





Make sure Ethernet Adaptor (enx) is selected in the Configuration list. Enter your 
password and click Connect. 


3 Your computer connects to the internet. 
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opeedTouch'!M" Web Interface 


The SpeedTouch™ comes with integrated local configuration capabilities. 


The local configuration, via the SpeedTouch™ web interface, is based on the HTTP 
server/web browser concept. 


It allows you to configure your SpeedTouch™ via а web browser using HTML pages 
from any local computer attached to the Ethernet interface. 


Before you access the SpeedTouch™ pages, make sure that your browser is configured 
to directly connect to the SpeedTouch™, i.e. that it is not using a proxy server. 


If required, you can disable the proxy server for the time you want to access the 
SpeedTouch™ web pages. 


For more information on how to disable your web browser's proxying, please consult 
the web browser's user's guide. 


In most cases, the SpeedTouch™ is correctly configured for your Internet connectivity 
via the appropriate configuration profile/file and no further configuration on the web 
interface is needed. 


To access the SpeedTouch '“ web pages: 
| Start the web browser on your computer. 


2 | Browse to the SpeedTouch™ at the SpeedTouch 'V's IP address (in most cases 
Г0.0.0. 138). 


3 If а system password has been set, an authentication window will be displayed. 
Enter user name and system password in the appropriate fields 


4 Click OK. 


If your Windows XP PC is UPnP enabled, you can access the SpeedTouch™ web pages 


as follows: 
| Double-click М у Network Places on your desktop. 
2 The following window appears: 


т My Network Places 


File Edit view Favorites Tools Help 


EEr) 
[7 


» 7 Search [7 Folders [+ 


Address |&9 My Network Places 








Network Tasks 


45 
^ — 
e SpeedTouch 605s (020290059) 
2 Add a network place — 
©, View network 


connections v 





Double-click the SpeedTouch ™ icon. 


3 If a system password has been set, an authentication window will be displayed. 
Enter user name and system password in the appropriate fields. 


4 Click OK. 
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Result As a result the System Information page appears: 


З SpeedTouch 605s: 020290059 - Microsoft Internet Explorer 


File Edit View Favorites Tools Help 


Ө вк " & за а) © Х | Search 7 Favorites A) media © = 7 © = Ы 





ле 
































Address Ф] http://10.0.0.138/index.htm “со шь” 
—— Во гч „к 
Speedtouch 
System Information 
600 ү). 
series і 
= ” Service Info Configuration System 
Save All Help 
C) Basic System Self Test | m 
* System Information сени — 
LAN | y 
= Connections mm 
* System Log DSL E 
Advanced 
е e THOMSON 2003. All rights reserved, 
WARNING: 
Modemline is down 
Æ] Done Ф Internet 





From now on, the SpeedTouch™ acts as a web server, sending HTML pages/forms at 
your request. You can fill out these pages/forms and submit them to the SpeedTouch ™. 
The latter scans the pages and performs the appropriate configurations. 


Topic menu and links On the left of each of the SpeedTouch'" web pages a topics menu is provided. This 
menu navigates you via links through all configurational aspects of the SpeedTouch ™. 


For your convenience the links are sorted in two expandable topics menus: Basic and 
Advanced. The links in the Basic topic menu lead you to pages for basic SpeedTouch "М 
configuration and maintenance, i.e. the pages for every-day use. The Advanced topic 
menu, contains the links which allow advanced configuration of the SpeedTouch ™. 
These pages need only to be accessed for some specific operations. 


Basic topic links The following table lists all Basic topic links: 


BASIC topic menu 


System Information | View the current configuration profile. 


View the current DSL line status. 


Establish dial-in connections. 
System Log View the activity on the SpeedTouch™ since power оп. 
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Advanced topic links The following table lists all advanced topic links: 


ADVANCED topic menu 


Easy Setup Configure the SpeedTouch ™. 
IP Addresses View/configure the SpeedTouch "М IP interfaces. 
IP Routing View/configure the SpeedTouch™ IP router. 


NAPT View/configure static NAPT entries. 
View/configure multi- NAT entries. 
Define a default local server for inbound connectivity. 
Configure UPnP. 


DHCP View/configure the SpeedTouch™ DHCP server/client. 


DNS View/configure the SpeedTouch™ DNS server/client. 


Backup and/or upload configuration files. 
Restore the SpeedTouch™ default settings. 
Configure the web page language. 


Help The Help link in the topics menu header allows you to browse the SpeedTouch ™ 
online Help. 


View SpeedTouch™ diagnostics. 





For more information on a specific topic, click the context-related Help links located at 
the Topic's web pages. 


Save all | Іс is advised to save the SpeedTouch™ configuration and to back it up whenever you 
have made changes со the SpeedTouch™ settings. 


To save the configuration, click Save All link in the topics menu header. 


For backing up the SpeedTouch™ configuration, see “ System" on page 47. 
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3 SpeedTouch™ Web Interface 


3.1 Basic Topics Menu Links 


system Information ^ Click this link to display the System Information page. This page is also the Speed- 
Touch™ home page. 


The System Information page consists of four sections: 


e Click the Diagnostics tab to view the results of the System Self Test, LAN connec- 
tivity and DSL synchronization test: 











Service Info Configuration System 
Result 
System Self Test Fi 
LAN М 
DSL У 























ө Click the Service Info tab to view the current physical status of спе SHDSL line: 


























Diagnostics Configuration System 
DSL Statistics 

Line Status Enabled 

Bandwidth Up/Down (Kbit/sec) | 2340 7 2340 

Uptime 00:25:23 

kBytes Tx/Rx | 83/4 

IP Addresses/Netmasks 217.136.165.117/32 

Primary DNS | 195.238.2.21 

Secondary DNS | 195.238.2.22 








The DSL Statistics allow you to view: 


e Line Status: this shows whether the DSL link is synchronized (Enabled) or 
not (Initializing). 

ө Bandwidth Up/Down: the maximum available bandwidth of the SHDSL link 
in both up- and downstream direction. 


ө Uptime: The duration of the current Enabled Line Status. 


ө kBytes Tx/Rx: the amount of kilobytes (kBytes) sent (Tx) and received (Rx) 
since the establishment of the DSL link. 


e Click the Configuration tab to view the configuration profile currently active on 
the SpeedTouch "М: 








Diagnostics Service Info System 
Item Description 

Region world 

Provider Basic 








Service Name Routed PPPoA - DHCP - NAPT 


Routed PPPoA Packet Service configuration using always-on 


Service Description : se 
session connectivity, 
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e Click the System tab to view some important system information of the Speed- 




















Touch ™: 

Diagnostics Service Info Configuration 
Item Description 
Product Name SpeedTouch 605s 
Physical Address 00-90-00-00-00-00 
Software Release | 4.2.0.0.1 
Board Name | SHNT-C 
Serial Number | 020290059 
Product Code SEC36938AAAA 














The System table lists: 
e Тһе SpeedTouch™ product name. 


e — The unique Medium Access Control (MAC) address of your SpeedTouch "М. 
This MAC address сап be used to identify your SpeedTouch ™. 


e Тһе SpeedTouch™ Software Release. 
e The SpeedTouch™ Board Мате. 

e Тһе SpeedTouch™ Serial Number 

e The SpeedTouch™ Product Code. 


Connections Click this link to view the Connections page. 


This page allows you to establish dial-in connections, if applicable: 


— a [ею [и | 


B pppoe_pppoe ethoa pppoe always-on | connected 


Connection properties 








Specify your username and password: 


User: | johndoe@MyISP 

















Password: eeccece | 

















Save this password 


See “2.2.2 Internet Sessions via the SpeedTouch™ Web Pages (all OSs)” оп page 25 for 
more information on how to use the Dial-in Connections table. 
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system Log Click this link to view the System Log page. 


This page allows you to view the activity on the SpeedTouch™ since power on: 


Logged Messages 























| System Up Time 00:05:58 (since power оп) 
View Mode All logged messages 
System Up Time Message Contents 
00:05:53 | LOGIN User logged in on HTTP (from 10.0.0.1) 
00:00:43 PPP link up (PPPoA_1) [192.6.11.151] 
00:00:30 | xDSL linestate up (downstream: 2340 kbit/s, upstream: 2340 kbit/s) 





| SHDSL PORT Link Up : Line Rate = 2048Kbps, PSD = Symmetric Europe, 


00:00:30 | Current Power Backoff = Selected, 2 wires 








00:00:00 | KERNEL Cold restart 
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3.2 Advanced Topics Menu Links 


Diagnostics Click this link to display the Diagnostics page. 


This page consists of three expandable sections: 
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Expand the System section to view some important system information: 


O л 


Product Name = SpeedTouch 605s 
Vendor Name = THOMSON 
Software Version = 4.2.0,0.1 
Serial Number = 020290059 

CLI Version = 1.2.0 

Bootloader Version = 2.0.5 

ASIC Version = 1Ь01 

Board Name = SHNT-C 

Modem Label Version = 2.11.27 


Expand the Wan section to view the current DSL state and connection informa- 
tion click the plus next to DSL and Connections: 


O Mer 
Ө Dsl 






DSL Flavour = SHDSL 


Speed (Kbit/s) = 2304 
Uptime = 00:33:18 
Send (kByte) = 75 
Read (kByte) = 36 
B Properties 
Wire-rnode = 2 
PBO Value (dB) = 6 
SNR Margin (dB) = 15 
Attenuation (dB) = 1 
Transmit Power (dBm) = 8 


GSI firmware = SHDSL R2.3.1 


Statistics 


0) 


Connections РА 


DID 


рррод 1 


Click & to perform an IP connectivity test. 


Expand the Lan section to view the LAN configuration: 


т 
о 
| 


n 


O aiu 


Interface name = ethü 


Physical address = 00:90:d0:Sb:be:9c 
© Physical Interface 1 


Mode - forwarding 

Auto Negotiation = Yes 

Type = 100BaseTFD 

kBytes Tx/Rx = 1468 / 413 
Frames Tx/Rx = 4946 / 4002 


Discarded frames = 0 
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Easy Setup То configure the SpeedTouch™ using the Easy Setup wizard: 
| Click Advanced > Easy Setup to start the Easy Setup wizard. 


2 Тһе Welcome to the SpeedTouch™ Setup Wizard window appears: 


SpeedTouch 605s: 020290059 - Microsoft Internet Explorer Е) = 


Welcome to the SpeedTouch™ 
Setup Wizard 


This Vizard helps you configure your SpeedTouch™ DSL 
router. 
To continue, Click Next. 


0000 


Speedtouch 
ALCATEL 


Built for excellence 





3 The following window invites you to select the appropriate connection profile for 
your internet connectivity: 


SpeedTouch 605s: 020290059 - Microsoft Internet Explorer Е) = 


Service Selection 
You need to select the service you want to connect to. 


Select the Service of your DSL account. Click Next to continue. 


Select a service: 





| Routed PPPoE - DHCP - МАРТ Bg 
| Routed PPPoA - DHCP - МАРТ 
Bridged Ethernet v 





Description of selected service: 





DESCRIPTION Routed PPPoE Packet ^ 
Service configuration using always-on 

session connectivity. = 
REGION World | 








In the Service list, click the connection profile of your choice. 


Note You can add services to the Services list by uploading templates. 
See “ Templates” on page 48 for more information on uploading 
templates. 


4 . Subsequent screens guide you through the configuration setup of both your 
SpeedTouch™ and/or your PC. Follow the instructions and enter the required 
information where needed. This information should be provided by your Service 
Provider. See “1.3 SpeedTouch'" Configuration Setup" on page 7. 
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In a final step all configurations are applied to the SpeedTouch "М: 


а SpeedTouch 605s: 020290059 - Microsoft Internet Explorer a 
= Configuring your SpeedTc your SpeedTouch™ 


ЈНА Please wait. 


Sane 


Speedtouch 
ALCATEL 


Built for excellence 








| THOMSON: 


6 Тһе SpeedTouch™ Setup Wizard appears again to announce that the configura- 


tion has been successful: 


а 24 SpeedTouch 605s: 020290059 - Microsoft Internet Explorer a m 


Completing the SpeedTouch™ 


Setup Wizard 
5- 
You have successfully completed the SpeedTouch™ Setup 
Wizard. 
ый®& 


| 000 


Speedtouch 
ALCATEL 


Built for excellence 
To close the Vizard, click Finish 


THOMSON г: «Васі 





Click Finish to close the wizard. 


Most configuration profiles will enable SpeedTouch ™’s DHCP server - and a PC's 
Ethernet port is configured as DHCP client by default. Therefore, in most cases, no 
additional configuration of your PCs must be done if you want to enable multiple PCs 
on your local network for accessing the Internet via the SpeedTouch ™. 
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3 SpeedTouch™ Web Interface 


IP Addresses Click this link to display the IP Addresses page. 


This page allows you to view or add/delete specific IP address entries for Speed- 
Touch ™'s interfaces: 


IP address table 
Address /Netmask Translation 


169.254.236.102/16 Auto 





192,193,195, 249/24 Auto 





10.0.0.138/24 User 














127.0.0.1/8 Auto 





Click 'New' to create a new entry. 








To add an IP address for one of the SpeedTouch™ interfaces: 
| Click N ew. 


IP address table 
Address /Netmask Translation 


169.254.236.102/16 Auto 





192,193,195, 249/24 Auto 








10.0.0.138/24 User 











127.0.0.1/8 Auto 


Ё й 











Specify following properties and click '^pply' to commit. 





IP address properties: 


Interface: [ето ~] 
Address/Mask: | 
Translation: [none "| 


ГГ obtain an IP address automatically 


2 In the Interface field, select the interface to which the IP address applies (use ethO 
for assigning to the SpeedTouch™ Ethernet interface). 

















3 | |n the Address/M ask field, provide IP address and (sub)netmask in IP prefix nota- 
tion (e.g. 192.6.11.150/24) or select Obtain an IP address automatically for assigning 
a dynamic IP address to the interface. 


4 Inthe Translation field, select МАРТ if you want to enable address translation on 
this IP address. 


5 Click Apply 
6 In the SpeedTouch™ web page, click Save all to save your changes to persistent 
memory. 
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IP Routing 


Click this link to display the IP Routing page. 


3 SpeedTouch™ Web Interface 


This page allows you to view or add/delete static IP routes for SpeedTouch ™'s IP 


router: 


IP route table 





ГИ RN 






































































P  163.254.141.11/32 169,254.141.11 ethü 0 
> 80.200.210.1/32 = 880.200.210.173 PPPoA_1 0 
P  80.200.210.173/32 z 80,200,210.173 PPPoA_1 | 0 
P 255.255.255,255/32 - 10.0.0.138 | etho | 0 
P 10.0.0.138/32 са 10.0.0.138 ethü | 0 
> 127.0.0.1/32 - 127.0.0.1 loop 0 
> 10.0.0.0/24 = 10.0.0.138 | ethü ü 
P 169.254.0.0/16 = 169.254.141.11 гекно | 0 
> 224.0.0.0/4 | = 10.0.0.138* | ethü | 0 
> default = 192.193.195.254 | ethü 1 








Click 'New' to create a new entry. 





Routing can be useful when subnetting your local network. To add a static IP route 
proceed as follows: 


| Click N ew. 


2 | Specify the destination IP address (use the prefix notation to apply a subnetmask), 
Gateway, Interface and Metric. 


Note If applicable, you can also select a label for packet classified IP Routing. 
Click Apply to add the entry to the table. 


4 . Click Save all to save your changes to persistent memory. 
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3 SpeedTouch™ Web Interface 


МАРТ Clicking this button displays the Network Address and Port Translation (МАРТ) page. 


This page allows you to: 
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View or add/delete specific static NAPT entries: 














Multi-NAT Entries Default Server 


Inside address Outside address 








P 1 Temp 10,0,0,254:500 unspecified:500 tcp NONE 


> 2 Temp 192.183.152.10:50 unspecified:20 tcp NONE 





P3 Temp 192.193.195.92:50 unspecified:50 tcp NONE 

















b 4 Temp 192.193.195.90:123 unspecified:123 














Click 'New' to create a new entry. 





To add static NAPT entries proceed as follows: 


| Click N ew. 


2 Specify the outside address and inside address for the entry as well as the 
protocol and port to which the entry applies. 


Note If the NAPT entry is applied to a connection's dynamically assigned 
local peer IP address, you should specify 0.0.0.0 as the outside address. 


3 . Click Apply to add the entry to the table. 


You can also add static МАРТ entries semi-automatically using the SpeedTouch "М 
МАРТ Manager. For more information on МАРТ Manager, see “4 SpeedTouch "М 
МАРТ Manager" on page 51. 


View or add/delete Multi-NAT entries: 

















NAPT Entries Default Server UPnP 

Index | intf | Туре Inside address | Outside address 

В 64 pppoe рррое | Static (М) i10.0.0.1 | mild odd ug zd 
ь 65 | рррое рррое | Static (M) 10.0.0.2 213.233.196.98 

> 66 |рррое pppoe | Static (М) 10.0.0.3 213.233.136.99 

> 67 |рррое рррое | Static (М) | 10.0.0.4 213.233.196.100 

> 63 | pppoe_pppoe | Static (М) | 10.0.0.5 | 213.233.196.101 


























Click 'Delete' to remove the entry, ‘Apply’ to commit changes. 





Multi & Transparent NAT properties: 








Interface: | рррое рррое v 




















Inside IP: 10001 Outside IP: (213.233.196.97 | 


То add Multi- NAT entries proceed as follows: 
| Click New. 











2 Specify the inside address and put the desired range between brackets e.g. 
10.0.0.[ 1-10]. Specify the outside address and interface. 


3 | Click Apply. 
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3 SpeedTouch™ Web Interface 


Define a default server: 





МАРТ Entries Multi-NAT Entries 


Specify the NAPT default server address: 





IP address: 10.0.0.154 | 


By specifying a default server IP address (e.g. 10.0.0.154 as shown above), all 
incoming connections that don’t match a specifically configured static NAPT entry 
will be forwarded to the device with this IP address. This setting should be 
adequate for most server applications and eliminates the need for specific static 
NAPT entries. 


Configure UPnP: 





МАРТ Entries Multi-NAT Entries Default Server 


UPnP configuration 


© Full О secure O Off 


The three UPnP configuration options are: 


. Full: 
The SpeedTouch ™ is UPnP enabled, all local hosts are able to detect the 
SpeedTouch™. Any local host is able to create port mappings for any local 
device. 


e Secure (default): 
The SpeedTouch "У is UPnP enabled, all local hosts are able to detect the 
SpeedTouch™. A local host is allowed to make port mappings for its own, 
i.e. a local host is not allowed to create port mappings for other local 
devices. 


ө Off: 
The SpeedTouch™ is UPnP disabled, none of the local hosts is able to detect 
the SpeedTouch™. Via UPnP no port mappings can be created. 


Speedtouch 


3 SpeedTouch™ Web Interface 


DHCP Click this link to display the Dynamic Host Configuration Protocol (DHCP) page. 
This page allows you to: 


ө Click the DHCP Server tab to access the DHCP server page. 
This page has three tabs: 


e Click the Server Config tab to enable/disable the SpeedTouch ™ 
(Auto)DHCP server: 


DHCP Relay DHCP Client 





S Server Leases Address Pools 


DHCP server running 


© DHCP Server 
О Auto DHCP Client timeout (=) 10 | 


© No DHCP 


Depending on the DHCP server status, following Status may be shown: 


e Scanning for other DHCP server: 
When the DHCP server and its Auto DHCP feature are enabled, 
during local network probing on the SpeedTouch™ Ethernet interface 
ethO. 


e DHCP server stopped: 
When the DHCP server and its Auto DHCP feature are enabled, and a 
concurrent DHCP server was found during probing, thus causing its 
own DHCP server to be stopped and a DHCP client on the 
SpeedTouch™ Ethernet interface ethO be created and activated. 


e DHCP server started: 
When the DHCP server and its Auto DHCP feature are enabled, and 
no concurrent DHCP server was found during network probing, thus 
starting its own DHCP server оп the SpeedTouch ™ Ethernet interface 
ethO. 


ө DHCP server running: 
When the SpeedTouch ™ DHCP server is enabled by default (without 
DHCP client) 


ө DHCP client: 
When SpeedTouch™ server is disabled by default, and a DHCP client 
is running on the SpeedTouch™ Ethernet interface ethO. 


. Мо DHCP: 
When the SpeedTouch™ server is disabled by default and the 
SpeedTouch™ Ethernet interface ethO IP address is statically assigned. 


Speedtouch’ — 
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3 SpeedTouch™ Web Interface 


Under Properties you can select: 


e DHCP server: 
To enable the SpeedTouch™ DHCP server. In addition, select the 
appropriate Auto DHCP 


ө Auto DHCP (default): 
The SpeedTouch™ will not start its DHCP server immediately, but will 
first probe the network for a possible concurrent DHCP server for 
some period of time (set by Client timeout in seconds). In case 
another DHCP server is found, the SpeedTouch™ DHCP server is not 
started, and a DHCP client will be created on its Ethernet interface 
instead. If no concurrent DHCP server is found, the SpeedTouch ™ 
DHCP server is started. 


e | No DHCP 
To disable the SpeedTouch '" DHCP server. If it was running, it will be 
stopped immediately. 


Click the Server Leases tab to view the current leases provided by the 
SpeedTouch™ DHCP server. 


DHCP Relay DHCP Client 


Server Config | Address Pools 





e 1 | 01:00:90:d0:01:88:2d | 10,0,0.1 LAM Private 01:58:48 | used 


» 2 101:00:50:04:48:7с:21 | 10,0,0,2 LAM Private 01:59:14 | used 


If needed, you can also manually add static DHCP leases for specific hosts or 
make dynamically assigned leases static by clicking Lock. 


Click the Address Pools tab to view the SpeedTouch "М DHCP server lease 
pool: 


DHCP Relay DHCP Client 


Server Сопіїд Server Leases 





в LAM private 10.0.0.1 10.0.0.254 ethü static 


DHCP pool properties: 





Name: Interface: ethü м. 








Start 


address: End address: 














Subnet Lease time: 

mask: 

Gateway: Server: | 
Primary | 





DNS: Secondary DNS: | 


The SpeedTouch™ DHCP server (if enabled) will use the address pools 
listed in this table to provide IP addresses to requesting DHCP clients. If 
needed, you can add/delete DHCP address pools manually. 
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Click the DHCP Relay tab to view the DHCP relay page. 
This page has two tabs: 


e Click the Relay Config tab to view the current SpeedTouch™ DHCP relay 
status: 


DHCP Server DHCP Client 


Relay Interfaces 


A 
Gateway Address 





> 127.0.0.1 | | 


Via this table you can also manually add static SpeedTouch™ DHCP relay 
entries for specific interfaces, if applicable. 











ө Click the Relay Interfaces tab to view the SpeedTouch™ DHCP relay 
interfaces: 


DHCP Server 


DHCP Client 


Relay Config 





Admin State | Oper State Trusted | Remote ID 


> PPPoÀ 1 | down | down | 4 





"ND 














up up |4 no | 


Click the DHCP Client tab to view the current SpeedTouch ™ DHCP client status: 


| > ео 











DHCP Server 
Intf Address 


DHCP Relay 
State 
bound 


Timeout 


еко | - 


01:59:20 





Via this table, you can also manually add static SpeedTouch ™ DHCP client entries 
for specific interfaces. 
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DNS | Click this link to display the Dynamic Name System (DNS) page. 
This page allows you to: 


ө View the current SpeedTouch™ DNS server hostname leases: 





DNS Server Configuration 


= al SpeedTouch 

Г 2 Sascha2 10.0.0.1 

> 3 MyPrinter 10.0.0.10 
» 4 HomeServer 10,0,0,254 


Via this table you can also add static DNS hostname entries. 

This may be useful for devices which do not support DNS, e.g. a printer. By adding 
a name for your network printer, identified by its IP address, you will be able to 
contact this printer by name rather than by IP address. 


e View and/or supply the SpeedTouch "" DNS domain name and to enable/disable 
the SpeedTouch™ DNS server: 


DNS Hostname Table 


Domain name: len 





Activate server 


Note The use of DNS subdomains is supported, e.g. dsl.office.lan. 


system Click this link to display the Configuration page. 
This page allows you to: 


ө Back ир the current SpeedTouch™ configuration, restore the SpeedTouch "М 
default configuration, or upload a saved configuration file: 


Configuration 


Region World 
Provider Basic 
Service Name Routed PPPoA - DHCP - NAPT 


Routed PPPoA Packet Service configuration using 


Service Description : эйе 
always-on session connectivity, 


Last Configured Configuration modified manually 
Specify a configuration file to upload: 


| Browse... 





To backup the current configuration, click Backup and follow the instructions 


To restore the SpeedTouch™ defaults, click Restore default to load the 
default configuration. 


To upload and apply a SpeedTouch ™ configuration file you've previously 
backed up, click Browse to go to the location where the SpeedTouch™ 
configuration file resides. Select the configuration file and click Upload to 
upload and apply the new configuration. 
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3 SpeedTouch™ Web Interface 


system Password 


Templates 


e || View the current system software version, file name and the SpeedTouch ™ board 














type: 
Version | 4.2.0.0.1 
File | shnt-c_AA, www 
Board type | SHNT-C 











* Check for the latest SpeedTouch™ software upgrades. 


Click this link to display the System Password page. 


This page allows you to configure a system password to restrict access to the Speed- 


Touch ТУ: 
System Password 


Enter your password (max 16 chars): 








User id: johndoe 








Password: "9900000000000! 











Retype your password: "9990000000000! 


It is highly recommended that you configure a system password. To protect the Speed- 
Touch™ you should change the System password on a regular basis. However, never 
use an obvious password such as your name, date of birth, etc. 

Enter User id and System password of your choice and re-enter your password in the 
appropriate field. Click Apply to apply the System password and Save all to save your 
changes to persistent memory. 








Click this link to display the Templates page. 


This page allows you to: 


e View the templates available for the embedded Easy Setup wizard: 


Template Overview 


Filename 


Service 





userorg. tpl Routed PPPoA - DHCP - МАРТ 








pppoe.tpl Routed PPPoE - DHCP - NAPT 


pppoa.tpl Routed PPPoA - DHCP - МАРТ 








br. tpl Bridged Ethernet 








Select a template to view details 


* Upload new template files, e.g. from the SpeedTouch™ Setup CD-ROM (usually 
template files have the extension .tpl): 


Template Upload 


Specify a template file to upload: 





| 
By uploading templates you can extend the number of services listed in the Easy 
Setup wizard. 





Note Ask your Service Provider for more information about the use of templates. 
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3 SpeedTouch™ Web Interface 


Click this link to view the Language page. 


This page allows you to select the SpeedTouch™ web page language. 


Language Selection 


Language English м. 
By default, the only available language is english. 


Another language can be made available on the SpeedTouch ™ web pages by running the 
SpeedTouch™ Setup wizard from the SpeedTouch™ Setup CD-ROM. 


At the start of the setup procedure, select the desired language. When the setup proce- 
dure is finished, this language will have been enabled on your SpeedTouch™ and the 
language will be available on the SpeedTouch™ web pages (next to english). 


Speedtouch 
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4 SpeedTouch™ МАРТ Manager 


4 Speedlouch'" МАРТ Manager 


Introduction The SpeedTouch™ NAPT Manager allows you to add static NAPT entries for specific 
applications. 


Supported Operating The NAPT Manager is only supported for following Microsoft Windows Operating 
Systems Systems: 


. Windows 98 

. Windows 985Е 

. Windows МЕ 

ы Windows МТ4.0 5Р6 
ө Windows 2000 

ө Windows ХР 


Using SpeedTouch'M" The SpeedTouch™ МАРТ Manager procedure consists of two major parts: 
NAPT Manager 


e The detection procedure 


ө The configuration procedure 


The detection The detection procedure proceeds as follows: 


procedure | Insert the SpeedTouch ™ Setup CD-ROM in your computer's CD-ROM drive. The 
SpeedTouch™ CD Browser will start automatically. 


Note If the SpeedTouch '" CD Browser window does not appear automati- 
cally, click Run on the Start menu and enter the following path: 
DM enu.exe where D stands for the drive letter of your CD-ROM 
drive. 


2 Тһе SpeedTouch™ Menu appears: 


SpeedTouch CD-Browser 


SpeedTouch 600 Series speed touch 
605 Business SHDSL Routers ALCATEL 


UPnP 


Initial Setup mi 5 ^ x 

= oJ 

Configuration í- 
y | 


{ 
Diagnostics & Maintenance 333 


a 
Documentation and Help 7 


m. o 
ре ій 5 Y 
Qui 


Click Configuration. 
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The following window appears: 


SpeedTouch CD-Browser 


SpeedTouch 600 Series Speed touch 
605 Business SHDSL Routers ALCATEL 


UPnP 


Configuration 


Check my SpeedTouch Status | AE 4 ^ 


Reconfig my SpeedTouch 


Configure NAT Settings 


THOMSON т 


Quit 


Click Configure МАТ Settings. 
The NAPT Manager window appears: 


NAT Manager 


Welcome to the SpeedTouch NAT 
Manager 


This wizard will guide you to configure the NAT settings of the 
SpeedT ouch. 


To continue, click Next. 





| 
Click N ext. 


The Software License Agreement appears: 


МАТ Мапарег 


Software License Agreement for SpeedT ouch 


Press the Page Down key to see the rest of the agreement. 


SOFTWARE LICENSE AGREEMENT 


CAREFULLY READ ALL OF THE TERMS AND CONDITIONS OF THIS SOFTWARE 
LICENSE AGREEMENT BEFORE YOU USE THE SOFTWARE 


THIS SOFTWARE LICENSE AGREEMENT (THIS "AGREEMENT" IS А LEGALLY BINDING 
AGREEMENT BETWEEN THE PURCHASER OF THE SOFTWARE [THE PURCHASER") 
AND THOMSON MULTIMEDIA ("THOMSON "). BY USING, INSTALLING OR CLICKING 
THE ACCEPTANCE BUTTON OF THE SOFTWARE (45 UPDATED BY THOMSON FROM 
TIME TO TIME, THE SOFTWARE") THE PURCHASER IS ACCEPTING ТО BE BOUND BY 
ALL OF THE TERMS AND CONDITIONS OF THIS AGREEMENT. 


ae ace жїз л лом е 1 повен ea ом 








Do you accept all terms of the preceding License Agreement? If you choose No, the setup will 
close. To run the SpeedT ouch Upgrade Wizard, you must accept this agreement. 








You must accept before continuing. Therefor click Yes to accept. 


Note If you have already accepted this Software License Agreement in a 
previous session of NAPT Manager, this window will not be shown. 


Speedtouch 
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4 SpeedTouch™ NAPT Manager 


NAPT Manager will continue to search for the SpeedTouch™ on the network. 
The following window shows the detection progress: 


NAT Manager 


SpeedTouch Detection 
The NAT Manager is searching for your SpeedT ouch on the network. 


This detection process may take several seconds. 


Searching for devices)... 








The NAPT manager should find your SpeedTouch™ device on the local network. 
This is indicated by the following window: 


NAT Manager 
Detected devices 
The NAT Manager has detected the following SpeedT ouch devices. 


Select a SpeedT ouch device and continue. 


Name Serial # IP Address Version 
& SpeedTouch 605s 020290059 1000138 42001 


| Сапсе! 


In case more than опе SpeedTouch™ device is found, a list with the different 
devices is shown.Select the SpeedTouch™ of your choice and click Next. 


Note If the Setup wizard does not find any SpeedTouch ™ on the network an 
error window pops up. In this case check that: 


e the SpeedTouch™ is turned on and fully initialized. 


ө your РС is correctly connected to the SpeedTouch™ and has а 
valid IP address (i.e. any IP address but 0.0.0.0). 


ө no dedicated firewall device or router is placed between your РС 
and the SpeedTouch ™ 


e no personal firewall software is running on your PC. 


To repeat the search for the SpeedTouch™, click Back and proceed 
with step 6 of this procedure. 


Speedtouch 


4 SpeedTouch™ МАРТ Manager 


The configuration Proceed as follows to add a static МАРТ entry using SpeedTouch™ МАРТ Manager: 


procedure | 


2 
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Once the SpeedTouch™ Setup wizard has detected your SpeedTouch™ device, 
you can proceed with the configuration procedure. 

If more than опе SpeedTouch™ device is listed, select the appropriate one. 
Then, click Next co proceed. 


Note If the SpeedTouch "" has been configured before: 


ө It тау be protected by a system password. You must provide 
user name and system password before you can view the device 
details or continue with the configuration. 


You will be asked to choose between reconfiguring your Speed- 
Touch™ or changing your Local Area Network configuration. 
Select the Reconfigure the SpeedTouch™ option and click Мех 


The following page lists the current application hosts: 
NAT Manager 
Currently configured application host(s) (020290059) 
This page lists the application host(s]/server{s] configured to run behind the 
SpeedTouch gateway. Press 'Nest' to save the configuration on the SpeedTouch. 
Basic | Advanced 
Application Host 
Default inbound host 10.0.0.154 


FTP 192.193.195.90 
Quake |! 192.193.195.92 


C] Show pattial/incorrect configured application host(s] 


ae иг 





Click Add to enter a new application host. 


The Add Port Mapping window appears. 
If you want to: 


ө Enter a port mapping for a specific application, click the Basic tab. Select an 
application in the Application list and enter a host IP address. 


ө Manually add a static МАРТ entries, click the Advanced tab. Select а 
protocol in the Protocol list and enter Port and Host IP address in the 
appropriate fields. 


ө Specify a default server IP address, click the Default inbound host tab. Enter 
the new IP address in the Host IP address field. 


Click Set to add your entry to the list. 
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4 SpeedTouch™ NAPT Manager 


NAPT Manager adds the NAPT entry to the list: 


NAT Manager 


Currently configured application host(s) (02361 5464) 


This page lists the application host(s)/server(s] configured to run behind the 
SpeedTouch gateway. Press "Мени to save the configuration on the SpeedTouch. 


Basic | Advanced 








Application ; Host 

Default inbound host 10.0.0.154 

FTP 192.193.195.90 
‘Quake Il 192.193.195.92 
Quake Ill Arena 192.193.195.92 
Return to Castle Wolfenstein 192.193.195.92 





O Show partial/incorrect configured application host(s] 


Click Next to save the new entries. 








NAPT Manager saves the new NAPT entries to persistent memory: 


NAT Manager 
Save status 


Status of saving the NAT configuration on your SpeedT ouch. 


Saving the SpeedT ouch configuration... 





Cancel 


Completing the SpeedTouch NAT 
Manager 


‘You have successfully completed the NAT configuration of 
your SpeedT ouch. 


Click Finish to quit NAPT Manager. 


Speedtouch 
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Speed Touch™ System Software Upgrade 


The SpeedTouch™ products continue to evolve as extra and new functionalities are 
made available. 


This chapter describes how to upgrade the SpeedTouch™ system software. 


You can check for system software upgrades via the SpeedTouch™ web pages. 
See “ System” on page 47 for more information. 


System software upgrades may also be available from your Service Provider. Please 
contact your Service Provider for more information. 


If your computer runs a Microsoft Windows operating system you can access the 
SpeedTouch™ web site using the SpeedTouch™ CD Browser: 


| Insert the SpeedTouch™ Setup CD-ROM in your PC's CD-ROM drive. The 
SpeedTouch™ CD Browser will start automatically. 


Note If the SpeedTouch ™ CD Browser window does not appear automati- 
cally, open a Run window via Start > Run from the Start menu and 
enter the following path: D:\M enu.exe, where D stands for the drive 
letter of your CD-ROM drive. 


2 Choose a language in the Choose Language window. 

3 Сііск Diagnostics & Maintenance іп the SpeedTouch™ CD Browser menu. 

4 Click Check for new System Software. 

5 Your web browser appears and loads the SpeedTouch™ upgrade web page. 


Firmware upgrades may also be available from your Service Provider. Please contact 
your Service Provider for more information. 


Depending on your Operating System and specific requirements, following options are 
available to upgrade the SpeedTouch™ system software: 


ө In case you гип an MS Windows Operating System ог Mac OS X 10.1/10.2: 
For your convenience a SpeedTouch ™ Upgrade wizard will guide you through the 
system software upgrade procedure. 
See “5.1 The SpeedTouch ™ Upgrade Wizard” on page 58 for more information. 


ө In case you run another Operating System, e.g. linux or Mac OS 8.6/9.x, or for 
extra information about advanced system software management: 
See “5.2 Manual System Software Management via BOOTP Server” on page 62 for 
more information. 
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5.1 The Speedlouch'" Upgrade Wizard 


Using the Upgrade The procedure described in this section are valid only in case you run an MS Windows 
Wizard Operating System or Mac OS X 10.1/10.2. 


During the upgrade procedure all configuration settings are backed up by the wizard 
and restored after upgrading the system software. Therefore, you do not need to back 
up the SpeedTouch™ configuration yourself. 


Before you start Make sure that you have a valid SpeedTouch™ system software file available on a local 
disk or CD-ROM. 


system software Following procedure describes how to use the SpeedTouch™ Upgrade wizard from а 
upgrade procedure РС running a MS Windows OS. For computers running Mac OSIO the behavior of the 
wizard is identical. 


Proceed as follows: 
| Insert the SpeedTouch "У Setup CD-ROM in your computer's CD-ROM drive. 


ө MS Windows OSs 
The SpeedTouch™ CD Browser will start automatically: 
If the SpeedTouch ™ CD Browser window does not appear automatically, 
open а "Вип" window via Start > Run from the Start menu and enter the 
following path: DAM enu.exe, where D stands for the drive letter of your 
CD-ROM drive. 
The wizard prompts you to select a language. Select the language of your 
choice and click OK. 
To start the SpeedTouch™ Upgrade wizard, click Diagnostics & M aintenance 
and then click Upgrade M y SpeedTouch™. 


ө Мас О$10.1/10.2 
Open the CD-ROM and click UpgradeST to install the upgrade program. 
After installation, go to applications:Speed Touch on the OS X partition and 
double-click U pgradeST. 


Speedtouch’ — 


Downloaded from www.Manualslib.com manuals search engine 


5 SpeedTouch™ System Software Upgrade 


2 Тһе Welcome to the SpeedTouch™ Upgrade Wizard window appears: 


SpeedTouch Upgrade Wizard 


Welcome to the SpeedTouch Upgrade 
Wizard 


This wizard will guide you through the software upgrade of the 
SpeedT ouch. 


To continue, click Next. 


кашы 


Speedtouch 
ALCATEL 


Built for excellence 


і Сапсе! 





Click Next to proceed. 


3 The SpeedTouch™ Software License Agreement window appears: 


SpeedTouch Upgrade Wizard 


Software License Agreement for SpeedT ouch 


Press the Page Down key to see the rest of the agreement. 





SOFTWARE LICENSE AGREEMENT 


CAREFULLY READ ALL OF THE TERMS AND CONDITIONS OF THIS SOFTWARE 
LICENSE AGREEMENT BEFORE YOU USE THE SOFTWARE 


THIS SOFTWARE LICENSE AGREEMENT (THIS "AGREEMENT" IS A LEGALLY BINDING 
AGREEMENT BETWEEN THE PURCHASER OF THE SOFTWARE [THE PURCHASER") 
AND THOMSON MULTIMEDIA ("THOMSON 7). BY USING, INSTALLING OR CLICKING 
THE ACCEPTANCE BUTTON OF THE SOFTWARE (45 UPDATED BY THOMSON FROM 
TIME TO TIME, THE SOFTWARE") THE PURCHASER IS ACCEPTING TO BE BOUND BY 
ALL OF THE TERMS AND CONDITIONS OF THIS AGREEMENT. 





пого ETS 








я см Fe MDC Ti 6 6 


Do you accept all terms of the preceding License &greement? If you choose No, the setup will 
close. To run the SpeedT ouch Upgrade Wizard, you must accept this agreement. 


You must accept before continuing. Therefor click Yes to accept. 





Note If you have already accepted this License Agreement in a previous 
upgrade, this window will not be shown. 


4 Тһе Setup wizard will continue to search for the SpeedTouch™ on the network. 
The following window shows the detection progress: 


SpeedTouch Upgrade Wizard 


SpeedT ouch Detection 
The Wizard is searching for your SpeedT ouch on the network. 


This detection process may take several seconds. 


Searching for devices]... 


ЕЕ 


Remark: Waiting for TCP/IP initialization 





Cancel 
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5 


Note 
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The Setup wizard should find your SpeedTouch™ device on the local network. 
This is indicated by the following window: 


SpeedTouch Upgrade Wizard 
Detected device 


The Wizard detected the following SpeedT ouch device. 


The following device was found: 


Name: SpeedT ouch 605s 
Serial Number: 020290059 

IP Address: 10.0.0.138 
Version: 42001 

Board: SHNT-C 


Info: World; Any; Routed РРРод - DHCP - МАРТ ^ 
Routed PPPo& Packet Service configuration using 


always-on session connectivity. a Details 


Confiauration set by Embedded Wizard 


To continue, click Next. 





In case more than one SpeedTouch™ device is found, a listing is provided from 
which you can select your SpeedTouch™ from. 


If the Setup wizard does not find any SpeedTouch ™ on the network an 
error window pops up. In this case check: 


e Whether the SpeedTouch™ is turned on and fully initialized. 


ө Whether your computer is correctly connected to the Speed- 
Touch", 


ө Whether no dedicated firewall device or router is placed 
between your PC and the SpeedTouch™ and whether no 
personal firewall software is running on your PC. 


To repeat the search for the SpeedTouch™, click Back and proceed with step 4 of 
this procedure. 


Once the SpeedTouch™ Setup wizard has detected your SpeedTouch™ device 
you can proceed with the upgrade procedure. 

If more than опе SpeedTouch™ device is listed, select the appropriate one. 
Then, click М ехі to proceed. 


The following window shows current the firmware version active on the Speed- 
Touch™ as well as one or more firmware versions available on the CD-ROM. 


SpeedTouch Upgrade Wizard 
Software Image 
Specify which system software you want to transfer to the SpeedT ouch. 


Device: 
SpeedT ouch 605s - 020290059 - SHNT-C - 4.2.0.0.1 


Select the system software and continue. 
File Board ^ Version Config Date Remark 
BESHNTC_42001.bin SHNT-C 04201 - 03/06/03 
SHNTC 42002bin SHNT-C 04202 1.20 17/06/03 


Select the appropriate firmware version and click Next to continue. 


Note If the Service Provider has included a separate disk with dedicated 
upgrade system software, click Have Disk to navigate to the location of 
the appropriate file. 


In case of a system software downgrade you must specifically acknowledge your 
decision before being able to proceed. 
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8 Тһе following window allows you to overview your selection: 


SpeedTouch Upgrade Wizard 


Start Upgrade 
Review settings before upgrading the software of your SpeedT ouch. 


The Wizard has enough information to upgrade the firmware of your SpeedT ouch. If you want to 
review or change settings, go back. If you are satisfied with the settings, select "Yes, | am sure" 
and continue to start the upgrade. 


Settings: 


Device Name: SpeedTouch 605s (SHNT-C] 
Serial Number: 020290059 
Version: 4.2.0.0.1 - Configuration: 1.2.0 
Upgrade to: 4.2.0.0.2 - Configuration: 1.2.0 
The current configuration will be preserved. 














Yes, | am sure. 


THOMSON 5 [ж] 


Click Next to continue. 





9 You can follow the configuration progress in following window: 


SpeedTouch Upgrade Wizard 


Software Upgrade 
Please wait while the Wizard completes the following actions. 


SpeedT ouch upgrade progress [this may take some minutes]: 
The device is being detected. 
А backup of your current configuration is being made. 
The device is starting upgrade mode. 
The new system software is being transferred. 
The new system software is being installed on the device. 


‘You current configuration is being restored. 








І0 After upgrading the SpeedTouch™, a final window appears to announce that the 
upgrade has been successful: 


SpeedTouch Upgrade Wizard 


Completing the SpeedTouch Upgrade 
Wizard 


You have successfully completed the upgrade of your 
SpeedT ouch. 


Your SpeedTouch: 
Name: SpeedT ouch 605s 
Serialtt: 020290059 
Version: 4.2.0.0.2 


Configuration: Factory defaults 
Bridging on 0/35 and 8/35 


To Close the Wizard, click Finish. 


THOMSON У A < Back | Cancel 





Click Finish to close the wizard. 
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о.о Manual System Software Management ма 
BOOTP Server 


opeedTouch'M system The SpeedTouch™ system software is based оп ВООТР a standard mechanism used 
software management for booting diskless stations. 


The SpeedTouch™ is able to slip in BOOTP mode, allowing a BOOTP server to manage 
the SpeedTouch "У file system, and submit upgrade files to it. 


Important note Itis recommended only to use the procedure described below in case you are familiar 
with the use of a BOOTP server, and the mechanisms on which BOOTP is based. 


Upgrading the system software via the procedure described below will reset the Speed- 
Touch™ to its factory default settings. Therefore, prior to performing an upgrade of the 
system software it is recommended to back up the SpeedTouch "М configuration. 


Before you start You need a third party BOOTP server installed on the computer from which you want 
to perform the SpeedTouch™ system software upgrade. 


Make sure that the SpeedTouch™ is connected to your computer via its Ethernet port. 


You will need the SpeedTouch™ Medium Access Control (MAC) address of your 
SpeedTouch™ device. To retrieve this address see “ System Information” on page 34. 


Make sure a valid SpeedTouch™ system software image file is available on your local 
disk. 


Procedure To upgrade the SpeedTouch™ system software: 


| In a preliminary step, make sure that your SpeedTouch™ is powered off and that a 
BOOTP server is readily installed on the computer from which you intend to per- 
form the system software upgrade. 


2 Configure the BOOTP server to use the SpeedTouch™ system software image file 
in its reply to BOOTP requests from the SpeedTouch™ you want to upgrade. 


3 То identify the BOOTP requests from the SpeedTouch™, you will need to specify 
its MAC address and define an IP range for basic communication between the 
BOOTP server and the SpeedTouch™. 


4 Use a pencil to press and hold the Defaults button at the back of the Speed- 
Touch ™: 





Defaults button 
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While holding the Defaults button, power on the SpeedTouch™ and keep holding 
the Defaults button until the Power/System, Line Tx and Line Rx LEDs lit green 
(approximately six seconds). This indicates that the SpeedTouch™ entered 
BOOTP mode and is sending BOOTP requests. 


The BOOTP server will reply to the BOOTP requests and will perform the 
required operations to send the system software to the SpeedTouch ™. 


After checking whether the received system software is valid for the device, the 
SpeedTouch™ will start in normal operational mode to complete the upgrade. 


Optionally, you can upload the backup configuration as described in “ System” on 
page 47. 
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б Troubleshooting 


Introduction This chapter provides information on how to identify and correct some common 
problems you may encounter when using and configuring the SpeedTouch ™. 


If the following troubleshooting tips do not resolve the problem contact the company 
from which you purchased the SpeedTouch™ for assistance. 
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6.1 General 


Configuration problems If you encounter DSL connectivity problems due to misconfiguration, you might 
consider a hardware reset to factory defaults (as described further in this chapter). 


However, please note that resetting the SpeedTouch "М to its factory settings will revoke 
all the changes you made to the configuration. 


Dr SpeedTouch'" Ог SpeedTouch™ enables you to test your computer and SpeedTouch™ connectivity 
via its Diagnostics wizard. The SpeedTouch™ Troubleshoot will report what is wrong 
with your connection. 


For more information on Dr SpeedTouch™ see “1.4 Dr SpeedTouch™ Installation" on 
page 17. 


Troubleshooting table | Following table may help you determine the nature of the problem, and provides some 
plausible solutions: 


SpeedTouch™ does not work. Make sure that the SpeedTouch™ is plugged 
(none of the LEDs light up) into an electrical outlet. 


Make sure that you are using the correct 
power supply for your SpeedTouch™ device. 


LAN LED does not light up. Make sure that the cables are securely 
Link integrity/Activity LED of connected to the 10/100Ваѕе-Т port. 


Ethernet port does not light up. | 
Make sure that you are using the correct 


cable type for your Ethernet equipment. 


Make sure the computer's Ethernet port is 
configured for auto-negotiation. 


Make sure UPnP is installed on your PC if 
you are running Microsoft Windows XP. 


Your computer doesn’t support UPnP if you 
run an operating system other than 
Microsoft Windows XP. 


Make sure that UPnP is not turned off in the 
SpeedTouch ™. 


No Line synchronization achieved. Make sure that SHDSL service is enabled on 
Line sync LED off or flashing. the telephone line the SpeedTouch ™ is 
connected to. 


Make sure that the correct SpeedTouch ™ 
variant is used for your DSL service. 
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6.2 Speedlouch'" Default Configuration 


Reset to default Proceed as follows to perform a hardware reset to factory defaults: 


configuration | Make sure the SpeedTouch™ is powered оп. 


2 Use a pencil to press the Defaults button at the back of the SpeedTouch™ until all 
the LEDs on the front panel start flashing. 


Defaults 





Defaults button 


3 Release the button. The SpeedTouch™ reboots and will come online again with 
factory defaults. 


User configuration When you reset the SpeedTouch™ to its factory defaults, all the configuration profile 
profile | settings you might have changed will be deleted. It may be necessary to: 


ө reconfigure the system by using the SpeedTouch™ Setup wizard 
or 


ө upload the relevant configuration file. See “1.3 SpeedTouch™ Configuration 
Setup” on page 7 for more information. 
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